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ARTHURS / 239  
 

 

Style   Level  Loop  Pile, tufted.  
Pile Content   100% New Zealand Wool     
Width   3.66m Broadloom  
Weight   40 oz/yd²      
Pile Thickness 5.0 mm + -  10% AS/NZS 2111.1 
Carpet Thickness    8.0 mm + -  10% AS/NZS 2111.1 
Grading   Residential Extra Heavy Duty  + Stairs 6 Stars –  ACCS ( 92024 ) 
 Contract Heavy Duty + Stairs 3 Stars –  ACCS ( 92024 ) 
Location Guidance Busy shop, public areas, office, club, hotel with very heavy traffic 

flow 
Projected Wear Life Light Traffic <3000 passages/week: 15 -20 years  
 Medium Traffic 3000 -7000 passages/week: 11 -14 years 
 Heavy Traffic 7000 –  15000 passages/week: 8 -10 years 
Construction   Tufted   
Environmental ACCS  ECS : Level 3   
Insect Resistance   Treated With Insect Resist Agents   
Primary Backing    Woven Polypropylene   
Secondary Backing    Woven Jute  
 

 

Installation: It is recommended that this carpet be installed in accordance with Australian 
Standard AS 2455.1:2019 or New Zealand Standard NZS 2455.1:2007 unless otherwise 
specified. Cleaning and maintenance should be done in accordance with AS/NZS 3733: 2018. 
 
 
Colour Variation: Colour may vary from dye lot to dye lot .   
 
Material Variation: Backing or other materials may change without notice depending on raw 
material availability.  
   
Custom Variation: Custom weights and/or colours  may be produced to meet individual 
requirements for larger projects. For further details contact your local  Bremworth office.  
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